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If, again, u=x and b=%, with the other conditions as 
above,.the severalhm erature increases would be 2.95' C., 
1.499 C. ,  and 36.32' 8., respectively. 

Apparentl therefore, it ia logical enough to attribute 

Europe of June-August 1783 to the direct greenhouse 
effect of the relatively coarse volcanic dust from Icelandic 
volcanoes, 8kaptar J o k d  especially. 

Franklin further states, in the quotation above, not as a 
surmise, but as an observed fact, that the winter of 1783-84 
was abnormally cold. So it was, and so were the 3 years 
1784-86 inclusive.' However, this widespread low tem- 
perature, covering North America, Europe, and northern 
Asia, or all places where instrumental observations were 
taken, and presumably, therefore, world-wide, hardl 
could have been caused by the dust from Skaptar J o k d  
or, a t  any rate, not by its coarser portions, but most lkely 
chiefly, if not well-nigh wholly, b the much higher and 
far finer dust from Asama in lapan, which exploded 
violently on August 2, 1783, and more violently still on 

the abnorma Ti y h g h  temperatures of western and northern 

Au st 5, 1783. Dust of this sort and size that in appre- 
cia le amounta may remain in the stratosphere even 2, 3, 
or ossibly, 4 years, depletes passing radiation essentially 
bs) ififf raction, or scattering, and not mainly by absorption, 
as do relatively large particles. The theory of this inverse 
greenhouse effect of fine volcanic dust will not be repeated 
here as it is rather long and tedious. It shows that the 
fine dust in question shuts out solar radiation far more 
effectively than it shuts in earth radiation and therefore 
causes a greater or less decrease of surface temperatures. 

Presumably, then, the summer of 1783 was rendered 
abnormally warm in western and northern Europe by the 
then prevailing pall in that region of relatively coarse 
volcanic dust from Skaptar Jokull, especially; and the 
following 3 years abnormally cold over much, if not all, of 
the world by the high, fine dust from Asama, 

And it comes to this: Volcanoes, l i e  the man in the 
fable, can blow hot and blow cold with the same breath, 
but that shall not provoke us to wrath. 

I Physics of the Air, MeC+raw-HUl Book Co., 19%. 
WrKtippen, Zeit, Ob. Gesal. ftir Meteorol. 4 Zao, 1873. 

SHIELDED STORAGE PRECIPITATION GAGES l 
By J. CECIL ALTEB 

twsatbg Bureeu, Salt Lake City, Utah, June la 

The gist of nearly two centuries of precipitation gage 
literature is, that a precipitat.:lon gage in any location 
freely exposed to the u per arch of the sky, will collect 

such as are the condhons when much, if not most, of tho 
precipitation occurs. 

In  the path of a strong wind, however, the precipitation 
gage, like any other isolated ob'ect or structure, becomes a 

which, the immediately adjacent air passes with increased 
speed. Thus in strong winds the fabric of falling snow is 
expanded over the-gage where the wind runs fastest and 
the snow pattern is condensed in a spot immediately to 
the lee of the gage where the wind slows up. As a result, a 
deficiency of snow is deposited over the gage, and an equal 
excess is deposited in a similar area a few feet to the 
leeward. That is to say: D m g  strong winds a small 
but variable part of the snow rightfully belonging to the 
gage misses the gage. 

The distortion of the sample thus taken, or the deficit 
in the catch, increases with increased wind velocity; and 
is from two to four times p a t e r  for snow than for rain, 
The well-known decrease m the catch mth mcrease in 
elevation of the recipitation gage above ground, results 
chiefly, it- is usua P ly conceded, from the increase in wind 
velocity in the loftier positions. 

For the usual ground exposures where probably 95 per- 
cent of the Weather Bureau gages are exposed, the shrub- 
bery, fences, orchards, shade trees, buildings, and other 
objects rising on the horizon of the precipitatipn gage tend 
to slow up and equalize the speed of the m d  over the 
gage (decrease the range between-minimum and maximum 
velocity). This consequently increases the catch of 
moisture, and substanhnlly decreases the variability of 
the catch. 

Skyscraper roof exposurea so often deprecated as pre- 
cipitation gage sites are not aU bad, for the building itself 
is often ideally fitted with an overhanging prnamental 
cornice which subtantially prevents the wmd stream 
from rising and racing a t  mcreased speed across the roof. 

a erfect sample of !it g er r a e  or snow when the air is 
ca P m or is moving y t h  only llght to moderate velocity, 

disturbing obstacle, around w Ll ch, and over the top of 

1 Delivered bf4ore the American Meteorologloat loclety at Denver, Colo., June 22,1931. 

On such a shielded roof a precipitation gage ma be 
placed fairly near the edge, or in any areaway avalable 
with reasonable safety to the catch, for the building itself 
constitutes a huge, shielded precipitation gage. 

The user of precipitation data may rest assured, however, 
that these general defects may nearly all be considered of 
a minor order or character; because the data, after d, 
bear a pretty constant ratio to the general precipitation 
over an area of a few hundred square milea nearest the 
gage. Thus most precipitation data, despite their well- 
known defects, are a factor of comparatively dependable 
constancy among such related vanables as evaporation, 
transpiration, surface run-off, and soil absorption, in 
hydrologic formulas. 

No considerable number of Weather Bureau gages in use 
are exposed to the full sweep of the wind from any direc- 
tion, since they are nearly always placed in convenient but 
sequestered positions on farmsteads or home premises 
where a certain amount of needful sheltering is always 
present. Nevertheless, there are usually a few gages m 
important sections of every State which have inadequate 
windbreaks, a t  least in certain quadrants of the ga e 

exposed to the certain winds. 
Probably a still larger number of gage exposures could be 

improved if some simple, uniform system of shielding were 
available, to reduce the variability of the catch m the 
differing exposures of neighboring gages, and for different 
yelocities and directions of wind over the same age; 

attached to the gage to give all exposures a semblance of 
uniform wind eddy control. 

A new need for dependable snow gages exists in the 
unpopulated mountain areas of the West, where there is 
no one to make daily observations. In these cases the 
gage must not only effect a reliable collection of erfect 
samples or falls of snow and rain, in calms as we8 aa in 
strong winds, but it must preserve this moisture until the 
gage can be visited and the contents measured (say at the 
end of the month, since all Weather Bureau data are pub- 
lished in monthly units). Wherever there is a need for a 
snow survey course, there is a need for a t  least one sea- 

horizon, and therefore leave the precipitation gage undu K y 

that is, if a trustworthy, artificial windbreak co UB d be 
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FIGURE 1.-Looking southeast across the experimental plat at Terminal Station 7 miles I with metal-leaf shields in the foreground. No. 1 unshielded check gsge is at the ex- 
west of Salt Lake City, 1936.' Four gages with cloth shields in the distanee a i d  three I trema left. nnqhdhf i  -*-- "_ 0 is  just out p --w at the extreme right. 

FIGURE 2.-Looking northesst. Gage no. 8 in the foreground. 
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e o d  precipitation gage: while an equal or even greater 
number of such gages am needed on the unpopulated 
plains areas of the West, for use in studies of forage pro- 
duction, soil erosion, and so forth. 

The air that passes with increaeed speed around the 
precipitation gage ody blows away the snow from the 
aides of the gage, and does not &ect the catch. Thus 
the thing to be desired,-and apparently the only thing 
that can be done, is to prevent the compression of the air 
against the gage and the rush of air over the top of the gage 
by deflecting it downward and away from the receiver or 
gage mouth. This will leave an unaffected, undistorted 
movement of air over the top of the gage, comparable to 
the air movement over the place if the gage were not there. 

Nipher did this for rain ages at St. Louis in 1878. 
He used a trumpet-ahaped &eld made of sheet metal at 
the base and Wire screen in the upper, wider part of the 
flare. Marvin designed a shielded snow gage 30 years ago 
that was nearly perfect for collecting snowfall d 
strong winds; and it was large enough to preserve sever 
months moisture without emptying. In relatively uiet 

like shields, which are set a little above the gage top, col- 
lect about as much snow as the gage. The snow, thus 
piled up on the shield, sometimes to a depth of a foot or 
more may thus be blown into the gage receiver, or if solid- 
ified by freezing aftex a shght thaw may vitiate a sub- 
sequent catch because of the serious obstruction it offers 
to the gage receiver. 

A common board fence, railing, or guard of almost any 
kind, placed a few feet from an ordinary gage and about 
level with the gage top, has been commended by experi- 
mentors for years, aa tending to increase the amount of 
the catch and to mprove the stability of the catch. 

Storage precipitation gages, charged with salt to pre- 
vent freezing, and oil to prevent evaporation, have been 
used regularly with some success in Utah for the past 12 
or 15 y e m .  No d y  serious or unsolvable problem has 
resulted from the corrosion of gages, and there has appar- 
ently been no material loss of moisture due to evaporation, 
or to the failure of the snow to penetrate the oil film and 
melt promptly in the brine. 

Salt water does not freeze in the ordinary sense of the 
word; but at low temperatures ice crystals and salt par- 
ticles separate out, usually in a suspended mass, which 
does not have the expansive force of ice, does not adhere 
to the container, and does not float high enough to close 
the brine surface against further mow receipts. A pound 
of salt is enough to produce and maintain a high concen- 
tration of brine for an 8-inch gage, since the ice crystals 
always drop out first as the temperature falls. Larger 
gages need more salt. 

od quality of light oil is satisfactory, 
turbine oil safely unde oes a wide 

range of temperatures, will endure indehite y on water 
without emulsifying or disintegrating, and remains a thin, 
penetrable film a t  most snowfall temperatures. About 4 
ounces of oil makes a good film, and is sufficient to seal off 
the brine from the &the chief source of gage corrosion. 

When the 8-inch gage fills within a foot of the top, the 
contents may be partly or completely emptied as desired; 
salt is added in proportion, and 2 or 3 ounces of oil will 
replenish the low. Meaaurements are best made by 
weighinf theIage being exposed without funnel or brass 
mner tu e bracket on a portable staff supports the 
spring-balance scales over the gage, the gage can being 
lifted with a detachable bail inserted in drill holes at  the 
rim. 

7 
weather, however, when most snow falls the wide s 1 elf- 

Almost any 

f though a first-case Y 

Thirty years ago, April 16, 1907, the writer placed 0.20 
inch of olive oil on 0.20 inch of water in an 8-inch precipi- 
tation ga e overflow can covered with funnel receiver but 

tipping bucket rain gage at the Salt Lake City Weather 
Bureau office. On November 3, 1907 the net contents of 
the storage ga e was found to be 7.77 inches or 97 percent 

in the regular gage? That total happens to be about half 
the normal annual precipitation at Salt Lake City. 

As a result of the above experiment, in the summer of 
1910, from April to October inclusive, 10 or 12 improvised 
storage precipitation gages, using oil films, were exposed 
by the Utah farmers, on instructions issued from the 
Salt Lake City office of the Weather Bureau by A. H. 
Thiessen, then section director. The results were rather 
gratifying as reported in the MONTHLY WEATHER RE- 
VIEW, December 1910, page 1885. 

About that time the wnter did some experimenting with 
cloth windshields, and with antifreeze solutions as well 
as with gages buried, covered, or housed to prevent 
freezing? 

Opportunity again came in the early 1920's for further 
expenmentirg, chiefly with salt to prevent free&g. By 
1925 this project, developed at the Salt Lake City Weather 
Bureau office, seemed so practicable, that the three Marvin 
shielded gages (unmanned in winter) a t  Alpine, Oak 
Brush, and Headquarters substations of the Great Basin 
Forest Service Experiment Station in the mountains near 
Ephraim, Utah, were charged with brine and para& oil 
for monthly measurement of the increment. This was 
done wi th  the cooperation of C. L. Forsling, experiment 
station director, and other Forest Service officials. The 
records at those stations have been continued, ractically 
to date, with only a few months missi i .  data for 
the 6 winter months for the 12 years past have been ob- 
tained by means of the storage gages, using salt and oil. 
In 1935, under an allotment of funds by the Weather 

Bureau, through the River and Flood Division, some more 
extensive experiments were undertaken in shielding snow 
gages and storing precipitation. Twenty-seven small 
cans or containers were exposed on the Weather Bureau 
office roof at Salt Lake City, to try the resistence of the 
various metals and combination of metals, and paints and 
other coverings to the corrosive and galvanic action of 
salt. Also about as many gages in the field were similarly 
put on tests. 

To date this particular experiment has yielded these 

heavily welded with copper welding rod at the fo Yge ded 
apparently 'ustified conclusions: That a copper 

seams down the side of the gage is practically invulnerable. 
The bottom seams can usually be covered with a depth of 

A 
paint or asphaltum or other calking material. 
fused seam (using no other metal) is too weak and res y 
develops leaks; stainless steel, Monel, and some other 
metals are too expensive and are vulnerable a t  a soldered 
seam. Even galvanized sheet iron and common tin cans 
with folded seams well soldered over are trustworthy for 
some time when oil is used on the brine. But seamless 
copper or glass gage cans are about the only ones likely 
to stand up indefimtely because of the galvanic or electro- 
lytic action of the brine against two metals at a gage 
seam. 

We also prepared and exposed about 25 gageafitted 
with a vanety of ehields. The principal experimental 

without t % e inner measuring tube, beside the official 12-inch 

of the 8.03 inc % ea that had been measured in the mterval 

I MONTHLY WEATEalB R E m W  November 1907, page 111. * Sea Weather Bureau Circular k. Instrument Division Measurement of precipitation 
by 0. F. Marvin, 1910, reprinted in 1013, p. 29, also p. %,'par. W, 5 . 7  and par. 81. 
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plat is a t  the Utah Power & Light Co.’s Terminal Station, 
7 miles west of Salt Lake City, on a wind-swept, water- 
leveled plain where the average annual precipitation is 
about 15 inches and snowfall about 50 inchep. Most of 
the 20 gages in this group stand 3% feet high and are from 
25 to 35 feet apart in orderly arrangement. The gages 
are standard 8-inch cans, without funnels or inner tubes. 

Two gages are 4 feet deep, one being 10.488 inches and 
the other 14.833 inches in diameter, in which an ounce of 
water represents 0.02 inch and 0.01 inch respectively. 
These wide-mouthed gages were provided to observe, if 
possible, the clinging of wet snow to the to of the gages 

however, is appreciably lessened by the windshields, 
which diminish the force of the winds that drive bhe snow 
against the fop of the gage. The shielda also prevent 
wind eddies from c a r q k g  dry snow out of the gages to 
an appreciable extent. 

Four gages are fitted with open skirts or shields made 
of 8-ounce khaki tenting canvas, cut into wedge-shaped 
leaves from a band at  the top, the whole suspended on a 
substantial circular iron frame. The Iower ends of the 
12 pendent leaves, 16 inches long (21 inches on some gages) 
are strung together on a brass chain in & eomewhat 
smaller circle than the top; and each leaf is stifFmed with 
a single wire rib. The leaves are cut ao that the open- 
ings between them close up when the leaves are blown in 
at  an angle of about 45’. 

Three gages are fitted with shields having diameters of 
16, 24, and 34 inches and made of 20-gage galvanized 
sheet iron, cut into wedge-shaped leaves and suspended 
on an iron frame, identical with that supporting the 
canvas shields. These metal leaves are freely hinged on 
the heavy wire ring at the top and held apart by iron 
washers. They are connected at  the bottom with a 
brass chain somewhat shorter than the supporting ring. 
The leaves close up when swung inward a t  an angle of 
about 45’. The metal leaves are from 7 to 11 inches in 
length, on the different sized shields. 

Five gages were shielded with combination lath fencing, 
sawed in two lengthwise. These strips of fencing were 
hung loosely from a circular support of heavy wire, hooked 
onto pods set about the gsges. The bottom of this 
swinging “fence” is from 16 to 22 inches above the ground 
and is flared inward at  the bottom by kinking or shorten- 
ing the lower strand of twisted wires. Being suspended 
at  the top strand of wires 2 inches from the top of the lath, 
and held in place by small nails in each lath, the bottom 
of the fence is free to or sway easily with the wind. 

Gage no. 10, with a 34-inch lath shield has an extra 
layer of lath fencing, the lath coming between the original 
lath, practically closing the “basket” or shield. The other 
fence shields are from 7 to 12 feet in diameter and the 
lath from 18 to 24 inches in length, alI standing from 1 to 
3 inches above the gage tops and clearing the ground by 
15 to 20 inches. 

Gages number 15 to 18 were arranged to simulate a pit 
or ground surface exposure, wherein the gage top is flwh 
with the ground level, the gage itself presenting no ob- 
struction to the wind; but in this case we sought to avoid 
the devastating fault of snow that has fallen, blowing from 
the ground surface into the gage. That is, a t  these gages 
the intention was to arrange a bottom surface of the wind 
horizontal with the gage top, which would be a sur- 
face 09 which no snow could be deposited, and conge 
quently from which no snow could be blown into the gage. 

which sometimes fouls a gage receiver. % is difficulty, 

The tops of these gages are 18 inches high, being sunk 
6 inches in the ground. At gage number 16, the smallest 
possible number of lath and other sticks are carefully 
spaced in concentric circles and placed so as to prevent 
any stream of wind from reaching the gage undiverted or 
undivided. The tops of these sticks are uniformly at a 
level with the gage top. At  gage no. 17, the baffle frames 
are level with the top of the gage, a few extra baffles 
being placed to windwad The spaces between the 
baffle forms are successively wider, counting from the 
gage. A t  ga e no. 18, the fewest possible number of posts 
support a 12- B y-16-foot area of wire netting, %inch mesh, 
the surface of which is level with the gage top. A wire 
ring holds the edge of the cut-out 8 inches from the gage. 
A few additional batHe frames are placed to windward. 
Access to the gage is gained by hinging a section of the 
wire netting. 

Eight-inch gages, 30 inches deep and mounted from 6 
to 12 feet high, fitted with cloth shields like experimental 
gage no. 6 (34.4 inches diameter, 1 inch above the gage) 
were exposed a t  the mountain snowfall stations (beside 
the official gages) a t  Clear Creek, 8,300 feet elevation, 
Kimberly 8,250 feet elevation, and Silver Lake 8,700 feet 
elevation (half mile distant), and at  Salt Lake City 4,300 
feet elevation, on a post 6 feet above the instrument 
platform. An wshielded storage gage was exposed 
beside the oEcial gage at Salt Lake City; and another 
unshielded gage a t  the Highline City Creek station, 5,300 
feet elevation, beside the official gage, in a glade or open- 
ing among the trees, naturally well sheltered against the 
wind. 

Snowfall observations for 9 months have been made 
during the past two winters of unusually heavy snow, the 
exper’mental gage measurements being divided into six 
periods or sets-of measurements. In order to determine 
the relative performance of the 18 comparable gages on 
the experimental plat, the average catch of the full set of 
gages at  each measurement period, was determined and 
called 100 percent.’ The percentage relationship of each 
gage was then computed for comparison. At the end of 
the sixth or last measurement period in the series, a gen- 
eral summation of all measurements gave a grand average 
as 100 percent. 

The six measurements for each gage separately were 
also combined and an average percentage relationship 
determined. Thus it was found that unshielded check 
gages, numbers one and nine, on opposite aides of the 
plat, averaged only 85 percent of the 18-gage mean. 
No. 1 varied from 75 to 89 percent, its meah deviation 
or variability being 8.2 percent, the worst offender in the 
lot. The baffled gages, simulating pit exposures, aver- 
aged 112.5 percent of the 18-gage series. This may 
represent more nearly the deposit that would bave been 
made on the plat, had there been no gagss to obstruct the 
wind. Gage no. 17, the middle one with baffles, varied 
from 106 to 129 percent of the group mean, its mean 
variability being 7.1 percent. 

The three metal shielded gages averaged just 100 per- 
cent, the same as the full set of 18. No. 7, with a 24-inch 
shield, varied from 92 to 106 percent with a mean vari- 
ability of 3.8 percent, almost exactly the same as no. 4, 
the smallest metal shield. The 4 cloth shielded gages 
averaged 95 percent of the 18-gage mean, no. 6 ranging 

4 This method of checldng has Its faults but as arplatned by others It Is about the 
best system available (see MONTHLY WrkTEER REVIEW July 1915 <. 318. Notes on 
the e k t a  of rfdn gage exposnrm at Barkeley, Calif., by *. 0. Reed.) 
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fage 
no. 

265 

Description of shield 

Material l:eIAg 

from 88 to 102 percent, with a mean variability of 3.4 
percent. This was the second best performer in point of 
stability, on the lot. 

Four of the lath fence shielded gages averaged 105 per- 
cent of the 18-gage mean, the largest one (no. 14) showing 
the largest average variability of 6.5 percent, ranging from 
95 to 120 percent. No. 10, with the double lath shield, 
had a mean vanation of 5.8 percent, ranging from 94 per- 
cent to 113 percent. The next best lath sheld performer 
was no. 13, 7% feet in diameter, with a mean deviation 
of 5.3 percent, ranging from 95 to 118 percent. While 
the three gages with metal shields and two with canvas 
shields are very efficient and promising, an almost neg- 
lected “dark horse” wins the sweepstakes, viz! gage no. 11 
with the lath-fence shields 34.4 inches in diameter. It 
had a consistent variability averaging only 1.1 percent, 
ranging from extremes of only 96 to 100 percent. That 
is just one-third the average deviation of the second-best 
gage, and is probably too good to be true for a long 
series; but as we find nothing wrong with the computation, 
we must, up to the present, award the first place to the 
cheapest and simplest of all shields. 

We expect to put this shield to further, more severe 
tests, by changing its position in the set and by mounting 
i t  in certain outlandish positions beside official gages 
elsewhere. It will be given an iron frame mounting 
similar to that used with the cloth and metal shields, 
dispensing with the wooden posts that now support it. 

The reIative efficiency of the several gages on the ter- 
minal experimental plot is shown in the following table. 

11 
6 
4 
3 
7 
S 
16 
5 
2 
9 
15 
13 
10 
12 
18 
14 
17 
1 

- 

Effi- 
ciency 
rank 
no. 

Inches Inches 
Lath fence ______. 344 1 
Canvas _________. 34.4 1 
Galvanizediron- 16 % 
Canvas _.________ 40 6 
Galvanized iron. 24 94 

_____do _______.___ 34.4 1 
Ground baftle..- 75 0 
Canvas _ _ _ _ _ _ _ _ _ _  32 3% 

. .___do _ _ _ _ _ _ _ _ _ _ _  32 6 
None _ _ _ _ _ _ _ _ _ _ _ _  _ _ _ _ _ _ _  _ _ _ _ _ _ _  
None _ _ _ _ _ _ _ _ _ _ _  ~ _ _ _ _ _ _ _  _ _ _ _ _ _ _  
Lath fence _ _ _ _ _ _ _  93 2M 

_____do _ _ _ _ _ _ _ _ _ _ _  34.4 1 
_____do  _ _ _ _ _ _ _ _ _ _ _  66 1% 
Netting _ _ _ _ _ _ _ _ _ _  100 0 
Lath fence _ _ _ _ _ _ _  152 
Ground baffle ... 84 
None _ _ _ _ _ _ _ _ _ _ _ _  _ _ _ _ _ _ _  _ _ _ _ _ _ _  ? 

- 

Aver- 
age 

varia- 
bility 

High line C. C _ _ _ _ _ _ _ _ _ _ _ _ _ _ _  
Silver Lake _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _  
Clear Creek-. _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _  
Kimberly . . . . . . . . . . . . . . . . . . . . .  
Salt Lake City _ _ _ _ _ _ _ _ _ _ _ _ _ _ _  

- 

Dif- 
fer- 
enw 

- 

4 
14 
9 
10 
14 
14 
13 
19 
13 
18 
15 
13 
19 
22 
16 
24 
24 
24 - 

Percent 
28.22 29.40 (no shield) _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _  104 
83.38 65.98 (half mile d!stant) _ _ _ _ _ _ _ _ _ _ _ _ _ _ _  85 
26.61 23.90 (sheltered site) _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _  W 
28.81 31.01 (windy site) . . . . . . . . . . . . . . . . . . . . .  108 
28 83 31.46 (lower); 27.77 (higher) _ _ _ _ _ _ _ _ _ _ _  { ‘g 

10 344 1 0.84 io6 247 113 1.88 113 1.50 94 5.79 106 1.29 

1.98 ia 68 b.4 .78 99 224 103 1.53 93 1.83 115 6.98 110 

14 l3 152 4% .78 100 234 107 1.58 96 1.91 120 5.86 109 1.31 

11 34.4 .79 loo 216 88 1.64 100 1.53 96 5.46 100 1.B 

92 2 5  .79 100 2.27 104 1.55 95 1.87 118 6.88 108 1.38 

Bo 1 8  105.2 

8.0 101.3 108 
105 1 3  105.0 
101 6.5 105.5 

98 1. 1 9a 8 

15 cheeg gage _ _ _ _ _ _ _ _ _ _ _ _ _  a74 I 84 l o 6  94 
16 9afBes _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _  .85 108 2.59 119 
17 _____do _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _  .65 108 281 138 
18 Netting ___________-___ .a 109 207 122 

Average varlabllity _ _ _ _  _ _ _ _ _ _ _ _ _ _  4.7 _ _ _ _ _ _ _ _ _ _  11.2 
19 Qaga diameter 10.488 

inched ._______________ _ _ _ _ _ _ _ _ _ _  ___.___._ _ _ _ _ _ _ _ _ _ _  _ _ _ _ _ _ _ _ _  
do Qase diameter 14.833 

inched _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _  _ _ _ _ _ _  _ _  - - _ _  -~ _ _ _ _ _  _ _  _.___ _ _  - _ _  _ _ _ _ _  _ _  
Means _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _  .79 _ _ _ _  I _ _ _ _  218 _ _ _ _ _ _ _ _ _  
Average wind m. p. h. 

on stormy days _ _ _ _ _ _  5.7 _ _ _ _ _ _ _ _ _  7.0 _ _ _ _ _ _ _ _ _  

6.2 !%.O 1.52 93 1.72 108 _ _ _ _ _ _ _ _ _ _  _ _ _ _ _ _ _ _ _ _  1.31 101 
1.78 109 1.84 116 _-__-__-__ _-______--  1.38 108 4 7  111.6 
1.80 110 1.65 116 _ _ _ _ _ _ _ _ _ _  _ _ _ _ _ _ _ _ _ _  1.36 105 7. 1 113. 6 
1.75 107 1.88 118 _ _ _ _ _ _ _ _ _ _  _ _ _ _ _ _ _ _ _ _  1.38 106 6.1 1124 

._________ 7.6 _ _ _ _ _ _ _ _ _ _  la 2 _ _ _ _ _ _ _ _ _ _  6. 1 _ _ _ _ _ _ _ _ _ _  3.2 _ _ _ _ _ _ _ _ _ _  _ _ _ _ _ _ _ _ _ _  
_ _ _ _ _ _ _ _ _ _  _ _ _ _ _ _ _ _ _ _  _ _ _ _ _ _ _ _ _ _  _ _ _ _ _ _ _ _ _ _  6.64 1133 1.N 95 _ _ _ - - _ _ - _ _ - _ _ _ - - _ _ _ -  
. _ _ _  _ _  _ _  _ _  _ _  _ _  _ _  . - _ _  _ _  _ _  - - _ _  - - - - - - - - - - _ _  _ _ _ _  _ _ _ _ _ _  ._________ 0.82 _ _ _ _ _ _ _ _ _ _  _ _  _ _ _ _ _ _ _ _  _ _ _ _ _ _ _ _ _ _  

1.64 __._...___ 1.59 ______.._ ~ 6.40 _ _ _ _ _ _ _ _ _ _  1.30 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  
8.1 ._.__..___ 6.4 _________. 7.9 _ _ _ _ _ _ _ _ _ _  9.9 _ _ _ _ _ _ _ _ _ _  _ _ _ _ _ _ _ _ _ _  _ _ _ _ _ _ _ _ _ _  

- 

Great- 
eat 

catch 
Least 
catch 

1 
2 
3 
4 
5 
6 
7 
8 
9 
10 
11 
12 
13 
14 
15 
16 
17 
18 

%Unl 
1. 1 
3.4 
9 7  
3.7 
3.8 
4.2 
4.7 
4 8  
4 9  
6.1 
5.2 
5.3 
5.8 
6.0 
6. 1 
0.5 
7. 1 
8.2 - 

Pereenl 
86 
85 
93 
86 
92 
94 
108 
87 
85 
79 
93 
95 
94 
93 
106 
9fJ 
105 
75 

?erMnl 
100 
102 
102 
95 
108 
108 
119 
106 
101 
97 
108 
118 
113 
115 
122 
120 
129 
8Q 

98.8 
90.7 
98.3 
91.0 
88. 2 
101.2 
111.6 
9.5 8 
95.3 
85.3 
98.0 
105.0 
105.2 
104.3 

106.5 
113.6 
84.6 

iia. 4 

- 
EXPERIMENTAL STORAGE SNOW GAGE MEASUREMENTS 

[Grand totals, in inches, to May 31, 1937) 

Percent Official 
gage storage gage measurement Of Station 

EXPERIMENTAL SHIELDED STORAGE SNOW GAGES AT TERMINAL 7 MILES WEST OF SALT LAKE CITY 

UNSFUELDED CHECK GAGES 
I I I I I I I 

Dec. 1, 
Mar. 27, 

percent and May 
Oct. 28 

Percent Feiiyry Percent and Dec. Percent I I I lf lg3’ 1 1 1937 1 1 1, 1937 


